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N/C16

RIGHT RX AUX 0

PL1

PIN FUNCTION

LEFT RX LINE 11

LEFT RX LINE 42

LEFT RX SPEAKER3

LEFT RX RELAY DRIVE4

RIGHT RX LINE 15

RIGHT RX LINE 46

RIGHT RX SPEAKER7

RIGHT RX RELAY DRIVE8

BATTERY ALARM9

URGRNT ALARM10

PSU ALARM11

12

0V NEGATIVE13

LEFT RX RSSI14

LEFT RX GATE15

LEFT RX INHIBIT16

LEFT RX CTCSS DISABLE17

RIGHT RX RSSI18

RIGHT RX GATE19

RIGHT RX INHIBIT20

RIGHT RX CTCSS DISABLE21

LEFT RX AUX 122

LEFT RX AUX 023

RIGHT RX AUX 124

13.8.V POSITIVE25

N/C

SK1

PIN FUNCTION

LEFT RX LINE 11

    C.T.2

    C.T.3

LEFT RX LINE 44

LEFT RX RSSI5

N/C6

LEFT RX SERIAL COMM7

LEFT RX SPEAKER8

   13.8V9

   13.8V10

LEFT RX GATE11

12

N/C13

   0V14

   0V15

N/C

SK2

PIN FUNCTION

LEFT RX CHAN SELECT 11

LEFT RX CHAN SELECT 22

LEFT RX CHAN SELECT 33

LEFT RX CHAN SELECT 44

LEFT RX CHAN SELECT 55

LEFT RX CHAN SELECT 66

LEFT RX CHAN SELECT 77

N/C8

LEFT RX INHIBIT9

LEFT RX CTCSS DISABLE10

LEFT RX CHAN SELECT 811

12

LEFT RX AUX 013

LEFT RX AUX 114

N/C15

     N/C

SK5

PIN FUNCTION

     13.8V1

     13.8V2

     N/C3

     N/C4

     N/C5

     N/C6

     0V7

     0V8

     13.8V9

     13.8V10

     13.8V11

12

     0V13

     0V14

     0V15

CHANNEL SELECT 1

SK6

PIN FUNCTION

CHANNEL SELECT 81

0V2

CHANNEL SELECT 63

CHANNEL SELECT 54

CHANNEL SELECT 75

CHANNEL SELECT 46

LEFT RX SPEAKER7

CHANNEL SELECT 38

LEFT RX SPEAKER9

CHANNEL SELECT 210

0V11

12

0V13

13.8V14

13.8V15

CHANNEL SELECT 1

SK7

PIN FUNCTION

CHANNEL SELECT 8

1

2

CHANNEL SELECT 6

3

CHANNEL SELECT 5

4

CHANNEL SELECT 7

5

CHANNEL SELECT 4

6

7

CHANNEL SELECT 3

8

CHANNEL SELECT 2

PSU ALARM9
1

10
2

BATTERY ALARM11
3

N/C12
4

N/C

SK3

PIN FUNCTION

RIGHT RX LINE 11

    C.T.2

    C.T.3

RIGHT RX LINE 44

RIGHT RX RSSI5

N/C6

RIGHT RX SERIAL COMM7

RIGHT RX SPEAKER8

   13.8V9

   13.8V10

RIGHT RX GATE11

12

N/C13

   0V14

   0V15

N/C

SK4

PIN FUNCTION

RIGHT RX CHAN SELECT 11

RIGHT RX CHAN SELECT 22

RIGHT RX CHAN SELECT 33

RIGHT RX CHAN SELECT 44

RIGHT RX CHAN SELECT 55

RIGHT RX CHAN SELECT 66

RIGHT RX CHAN SELECT 77

N/C8

RIGHT RX INHIBIT9

RIGHT RX CTCSS DISABLE10

RIGHT RX CHAN SELECT 811

12

RIGHT RX AUX 013

RIGHT RX AUX 114

N/C15

SK7 or SK13

URGENT ALARM

SPEAKER 1

SK8

PIN FUNCTION

0V

1

2

SPEAKER 6

3

SPEAKER 5

4

SERIAL COMM

5

SPEAKER 4

6

7

SPEAKER 3

8

SPEAKER 2

SPEAKER 1

SK11

PIN FUNCTION

0V

1

2

SPEAKER 6

3

SPEAKER 5

4

SERIAL COMM

5

SPEAKER 4

6

7

SPEAKER 3

8

SPEAKER 2

LEFT RX RELAY DRIVE

CN1

PIN FUNCTION

13.8V1

2

RIGHT RX RELAY DRIVE

CN2

13.8V1

2

N/C16

CHANNEL SELECT 1

SK10

PIN FUNCTION

CHANNEL SELECT 81

0V2

CHANNEL SELECT 63

CHANNEL SELECT 54

CHANNEL SELECT 75

CHANNEL SELECT 46

RIGHT RX SPEAKER7

CHANNEL SELECT 38

RIGHT RX SPEAKER9

CHANNEL SELECT 210

0V11

12

0V13

13.8V14

13.8V15

CHANNEL SELECT 1

SK9

PIN FUNCTION

CHANNEL SELECT 8

1

2

CHANNEL SELECT 6

3

CHANNEL SELECT 5

4

CHANNEL SELECT 7

5

CHANNEL SELECT 4

6

7

CHANNEL SELECT 3

8

CHANNEL SELECT 2

PSU ALARM9
1

10
2

BATTERY ALARM11
3

N/C12
4

SK9 or SK14

URGENT ALARM

LN1

PIN FUNCTION

    LEFT RX LINE 11

    LEFT RX LINE 12

    LEFT RX LINE 43

    LEFT RX LINE 44

LEFT RX LINE 15

LEFT RX LINE 1 INVERT6

LEFT RX LINE 4 INVERT7

LEFT RX LINE 48

LN2

PIN FUNCTION

    RIGHT RX LINE 11

    RIGHT RX LINE 12

    RIGHT RX LINE 43

    RIGHT RX LINE 44

RIGHT RX LINE 15

RIGHT RX LINE 1 INVERT6

RIGHT RX LINE 4 INVERT7

RIGHT RX LINE 48

LN3

PIN FUNCTION

    LEFT RX SPEAKER1

    LEFT RX SPEAKER2

    LEFT RX SPEAKER3

    RIGHT RX SPEAKER4

    RIGHT RX SPEAKER5

    RIGHT RX SPEAKER6

SPEAKER SELECT 1A

SPEAKER SELECT 3B

SPEAKER SELECT 5C

SPEAKER SELECT 2D

SPEAKER SELECT 4E

SPEAKER SELECT 6F

N/C16

N/C

SK12

PIN FUNCTION

N/C1

PSU ALARM2

N/C3

N/C4

N/C5

N/C6

N/C7

N/C8

URGENT ALARM9

BATTERY ALARM10

N/C11

12

N/C13

N/C14

N/C15

RJ1

PIN FUNCTION

N/C1

N/C2

SERIAL COMM3

LEFT RX SPEAKER4

0V5

N/C6

RJ2

N/C1

N/C2

SERIAL COMM3

RIGHT RX SPEAKER4

0V5

N/C6

RIGHT RX LINE 4 INVERTED

N/C

RIGHT RX LINE 1 INVERT

LEFT RX LINE 4 INVERTED1

2

3LEFT RX LINE 4 INVERT

LEFT RX LINE 1 INVERTED

TB1

PIN FUNCTION

LEFT RX LINE 1 INVERT1

2

3

TB2

RIGHT RX LINE 1 INVERTED

RIGHT RX LINE 4 INVERT1

2

3

TB3

LN 1 :-FITTED  : 1-5, for LEFT RX LINE 1 TO PL1 PIN 1
         : 1-2, NOT USED
         : 5-6, NOT USED
         : 2-6, for LEFT RX LINE 1 TO TB1 PIN 1
         : 2-3, NOT USED
         : 6-7, NOT USED
         : 3-7, for LEFT RX LINE 4 TO TB1 PIN 2
         : 3-4, NOT USED
         : 7-8, NOT USED
         : 4-8, for LEFT RX LINE 4 TO PL1 PIN 2

LN 2 :-FITTED  : 1-5, for RIGHT RX LINE 1 TO PL1 PIN 5
         : 1-2, NOT USED
         : 5-6, NOT USED
         : 2-6, for RIGHT RX LINE 1 TO TB2 PIN 3
         : 2-3, NOT USED
         : 6-7, NOT USED
         : 3-7, for RIGHT RX LINE 4 TO TB3 PIN 1
         : 3-4, NOT USED
         : 7-8, NOT USED
         : 4-8, for RIGHT RX LINE 4 TO PL1 PIN 6

LN 3 :-FITTED  : 1-A, for LEFT RX SPEAKER TO SK11 PIN 1
         : 1-2, NOT USED
         : A-B, NOT USED
         : 2-B, for LEFT RX SPEAKER TO SK11 PIN 3
         : 2-3, NOT USED
         : B-C, NOT USED
         : 3-C, for LEFT RX SPEAKER TO SK11 PIN 5
         : 3-4, NOT USED
         : C-D, NOT USED
         : 4-D, for RIGHT RX SPEAKER TO SK11 PIN 2
         : 4-5, NOT USED
         : D-E, NOT USED
         : 5-E, for RIGHT RX SPEAKER TO SK11 PIN 4
         : 5-6, NOT USED
         : E-F, NOT USED
         : 6-F, for RIGHT RX SPEAKER TO SK11 PIN 6


