
DRAFT
Frequency

(MHz)
Length
(mm)

Tait Electronics Ltd  New Zealand

Front Artwork:

1.
  A

lig
n 

th
e 

bo
tto

m
 o

f t
he

 a
nt

en
na

 w
ith

 
   

  t
he

 b
ot

to
m

 o
f t

he
 cu

ttin
g 

dia
gr

am
.

2.
  M

ar
k t

he
 a

nt
en

na
 a

t t
he

 le
ng

th
 co

rre
s-

   
  p

on
din

g 
to

 th
e 

de
sir

ed
 tu

ne
d 

fre
qu

en
cy

.

3.
  C

ut
 th

e 
an

te
nn

a 
to

 th
e 

m
ar

ke
d 

   
  le

ng
th

.

4.
  A

pp
ly 

glu
e 

to
 th

e 
to

p 
of

 th
e 

   
  a

nt
en

na
 a

nd
 fit

 th
e 

ca
p.

Cu
ttin

g 
In

str
uc

tio
ns

TOPA-AN-201

330
310
290
270

250
240
230
220
210
200

190

180

170

160

150

140

Tuning Range: 140-330MHz

For optimum performance
tune to the centre transmit

frequency.

The optimum bandwidth is 
of the tuned frequency.

±5%
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on A3 Paper

    
140 172.0
150 161.0
160 151.5
170 142.0
180 134.0
190 127.0
200 120.5
210 114.5
220 109.0
230 103.5
240 99.0
250 95.0
270 88.5
290 82.5
310 77.5
330 73.0


